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GARDNERVILLE WATER COMPANY - 

WATER SERVICE CONNECTION (G-5)

NOTES:

1. CORPORATION STOP, CURB STOP, AND SERVICE LINE SHALL BE
THE SAME SIZE.

2. FLARED END COUPLINGS SHALL BE USED AT ALL
CONNECTIONS .

3. SERVICE CLAMPS SHALL BE DOUBLE STRAP 1" TO 2" SERVICES.

4. NO EXTENSIONS ARE ALLOWED ON METER PIT.

5. TOP OF METER PIT SHALL BE SET AT 0.2 FEET ABOVE
ADJACENT GRADE.

WATER MAIN

INSTALL SERVICE
CLAMP BEFORE

DRILLING

CORPORATION STOP

RUBBER OR
NEOPRENE GASKET

0° - 45°

COUPLING
NUT 12 GA. COPPER-CLAD

STEEL WIRE ON BOTTOM
OF PE PIPE

PE PIPE

4" CRUSHED ROCK

CAP END PRIOR
TO CUSTOMER
CONNECTION

15"
MIN.

MUELLER/McCULLOUGH
METER PIT

ANGLE CHECK VALVE

WATER METER

4" MAX.
CAST IRON LID
NO. 79001818" Ø INSULATION CELL

NO. 79002

ANGLE VALVE
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